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Lampada a sospensione a luce diffusa.
Struttura costituita da un diffusore
fubolare in vetro borosilicato, con

finitura opalina, sospeso mediante
cinfe in pelle cablate nelle varianti di
colore: polvere, antracite, toupe. Al
suo interno un sistema LED permette
un'iluminazione uniforme sull’intera
superfice della barra in vetro

i cui terminali in metallo

sono in finitura pewter.

Diffused light suspension lamp. Structure
consisting of a borosilicate glass tubular
diffuser, with an opal finish, suspended
by leather belts in three different colours:
powder, anthracife and faupe.

Inside, a LED system allows uniform
illumination over the entire surface of the
glass bar whose metal ferminals

are in pewfter finish.
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45535A

Lampada a sospensione

con struttura in pelle 9108 polvere
Suspension lamp with structure

in leather 9108 powder

@ cm 12 x 180 x h 115 (per soffitto h 270)

@ in 4% x 70 %xh 45 Ya (for ceiling h 106 )

45535D

Lampada a sospensione

con struttura in pelle 9108 polvere
Suspension lamp with sfructure

in leather 9108 powder

@ cm 12 x 180 x h 175 (per soffitto h 330)
@ in 4% x70%xh 45 Y (for ceiling h 130)
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455358

Lampada a sospensione

con struttura in pelle 9111 antracite
Suspension lamp with structure

in leather 9111 anthracite

@ cm 12 x 180 x h 115 (per soffitto h 270)

@ in 4% x 70 % xh 45 Ya (for ceiling h 106 )

45535E

Lampada a sospensione

con struttura in pelle 9111 antracite
Suspension lamp with sfructure

in leather 9111 anthracite

@ cm 12 x 180 x h 175 (per soffitto h 330)
@ in 4% x 70 %xh 45 Ya (for ceiling h 130)
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45535C

Lampada a sospensione

con struttura in pelle 9162 taupe
Suspension lamp with structure

in leather 9162 taupe

@ cm 12 x 180 x h 115 (per soffitto h 270)

@ in 4% x70%xh 45 Ya (for ceiling h 106 )

45535F

Lampada a sospensione

con struttura in pelle 9162 taupe
Suspension lamp with structure

in leather 9162 taupe

@ cm 12 x 180 x h 175 (per soffitto h 330)
@ in 4% x70%xh 45 Y (for ceiling h 130)




